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 الشروط الفنیة والصور في أسفل الصفحات   2مرفق رقم 
 160*140افذة ألمنیوم ن-1
• 
• 
• 
• 

الإطار: ألمنیوم عالي الجودة مقاوم للصدأ. الأبعاد: 
140 سم عرض × 160 سم ارتفاع. الزجاج: 

زجاج مزدوج عازل للحرارة والصوت. . 

PVC 260*280قاطع   -2
 .مقاومة للرطوبةعالي الجودة مع  PVC :المادة •
 .سم ارتفاع 260سم عرض ×  280الأبعاد:  •
 .التصمیم: مزود بمفصلات عزل ومانع تسریب •
 .الاستخدام: مناسب للتركیب في جدران وأسقف الرطوبة العالیة •

PVC 200*185قاطع   -3
 .مقاوم للعوامل الجویة PVC :المادة •
 .سم ارتفاع 200سم عرض ×  185الأبعاد:  •
 .فتح وغلق فعال مع عزل ممتازمزود بنظام  •

PVC 270*285قاطع   -4
 .مقاوم للمیاه والعوامل البیئیة PVC :المادة •
 .سم ارتفاع 270سم عرض ×  285الأبعاد:  •
 .تجھیزات: مزود بمفصلات وختم مطاطي لعزل الھواء والماء •

PVC 190*180قاطع   -5
 .عالي الجودة PVC :المادة •
 .ارتفاعسم  190سم عرض ×  180الأبعاد:  •
 .الاستخدام: مناسب لأغراض الإنشاء الداخلیة والخارجیة •

PVC 230*267قاطع   -6
 .مقاوم للتآكل والرطوبة PVC :المادة •
 .سم ارتفاع 230سم عرض ×  267الأبعاد:  •
 .تجھیزات: مزود بنظام قفل مع مفصلات عزل عالیة •

PVC 200*70 باب  -7
 .شدید التحمل PVC :المادة •
 .سم عرض 70سم ارتفاع ×  200الأبعاد:  •
 .مزود بقفل سھل الفتح مع مانع تسریب•

PVC قاطع مع نافذة  -8



 

Technical Specifications 
 المواصفات الفنیة 

 

2 / 35 

 .PVC تركیب: قاطع مع نافذة متكاملة مصنوعة من •
 .الوظیفة: یسمح بإضاءة طبیعیة بالإضافة إلى العزل الكامل •

 
 PVC نافذة  -9
 .عالي العزل PVC :المادة •
 .مزدوج عازلالوظیفة: عزل حراري وصوتي مع زجاج  •
 .قابلیة الفتح: مزودة بمفصلات ناعمة وسھلة الفتح •

 
10- PVC   باب 
 .عالي الجودة PVC :المادة •
 .النوع: باب داخلي أو خارجي حسب الاستخدام •
 .مزود بمفصلات مقاومة للصدأ •

 
11-  PVC  باب مع كشف 
 .مع إطار للكشف الثابت PVC :المواد •
 .جزء صغیر للكشفالاستخدام: باب خارجي مع إمكانیة فتح   •

 
 مع كشف ثابت  PVC باب لواح  -12
 .مع لواح ثابت PVC :المادة •
 .الاستخدام: مناسب للأماكن التي تتطلب عزل جید مع نافذة للكشف •

 
 مع مسكة  PVC قفل باب  -13
 .مع مسكة مریحة PVC النوع: قفل باب •
 .المادة: مواد غیر قابلة للصدأ، مع ضمان حمایة إضافیة ضد السرقة •

 
 قفل باب خشب مع مسكة   -14
 .المادة: قفل خشب مع مسكة مریحة •
 .الاستخدام: مناسب للأبواب الخشبیة، مع توفیر أمان وفتح سلس •

 
 قفل باب خشب كبس   -15
 .المادة: قفل خشبي كبس عالي الجودة •
 .الاستخدام: قفل محكم للأبواب الخشبیة •

 
 باب خشب مع كشف ثابت  -16
 .ثابتالمادة: خشب عالي الجودة مع كشف  •
 .الاستخدام: باب خشبي مزود بالكشف الثابت •

 
 باب خشب كبس   -17
 .المادة: خشب مع تصمیم كبس محكم •
 .الاستخدام: باب خشب مناسب للأماكن التي تتطلب خصوصیة •
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 جوزة قفل باب خشب   -18
 .المادة: معدن مقاوم للصدأ •
 .الاستخدام: تستخدم في تركیب أقفال أبواب خشب لزیادة الأمان •

 
 تبدیل زجاج شفاف   -19
 .النوع: زجاج شفاف مقوى •
 .الاستخدام: یتم تغییره للأبواب والنوافذ حسب الحاجة •

 
 شراق ھواء   -20
 .الاستخدام: جھاز لتحسین تدفق الھواء وتوجیھھ بشكل سلیم •
 .التصمیم: تصمیم فعال یمنع التھویة غیر المرغوب فیھا •

 
 20cmمخصص للكابلات  PVC مجرى بلاستیك  -21
 .عالي الجودة PVC :المادة •
 .سم 20الاستخدام: لحمایة الكابلات داخل الأنابیب البلاستیكیة بقطر  •

 
 متر  1200مم   4سلك كھرباء مفرد مجدول مقطع  -22
 .متر 1200مم، بطول  4المواصفات: سلك كھرباء مجدول  •
 .الاستخدام: استخدامات كھربائیة متعددة في الإنشاءات والمرافق •

 
 مم 1.5مجدول مقطع سلك كھرباء   -23
 .مم، عالي الأداء 1.5المواصفات: سلك كھرباء مجدول  •

 
 مم  1سلك خاص للإذاعة مجوز   -24
 .النوع: سلك خاص بالإذاعة مع قدرة عالیة على نقل الإشارة •

 
 قاطع  24علبة تابلو خارجیة سعة  -25
 .قاطع 24النوع: تابلو كھربائي خارجي مع قدرة على استیعاب  •
 .مقاومة للحرارة مع حمایة من العوامل الخارجیةالمادة: مادة  •

 
 مصباح إشارة تابلو   -26
 .النوع: مصباح إشارة لتمییز حالة التشغیل في التابلو •
 .الاستخدام: یستخدم للإشارة للإنذارات أو الحالات التشغیلیة •

 
 سوكة لمبة طبش   -27
 .النوع: سوكة لمبة طبش بتركیب بسیط •
 .معینة أو للإشارةالاستخدام: لإضاءة مناطق  •

 
 وات 4200انفرتر   -28
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 .وات 4200القدرة:  •
 .النوع: انفرتر للتحویل من التیار المستمر إلى المتناوب، مناسب للأجھزة الكبیرة •

 
 أمبیر  300بطاریة شدة  -29
 .أمبیر، توفر طاقة عالیة للأجھزة الكھربائیة 300النوع: بطاریة شدة  •

 
 لاصق أسود شرشطون   -30
 .النوع: لاصق شرشطون أسود، مقاوم للماء •

 
 8Mكامیرات مراقبة دقة   -31
 .میجابكسل، عالیة الوضوح 8النوع: كامیرات مراقبة ذات دقة  •
 .الاستخدام: للمراقبة على مدار الساعة •

 
 2160كمرة دقة  MVR 36 جھاز  -32
 .2160مع دقة  MVR النوع: جھاز تسجیل فیدیو رقمي •
 .عالیة من كامیرات المراقبةالاستخدام: لتسجیل الفیدیو بجودة  •

 
 شاشة عرض للكمرات دقة عالیة كاملة المواصفات   -33
 .النوع: شاشة عرض عالیة الدقة مع قدرة على عرض الفیدیو بشكل مستمر وواضح •

 
 مغسلة بورسلان حجم كبیر   -34
 .النوع: مغسلة بورسلان من النوع الكبیر، مصنوعة من مواد مقاومة للبقع والرطوبة •

 
 سخان ماء لغرفة العملیات   -35
 .النوع: سخان ماء عالي الجودة مزود بنظام حمایة •
 .الاستخدام: تسخین المیاه لغرف العملیات في المستشفى •

 
 خلاط مغسلة حركة فتیس  -36
 .النوع: خلاط مغسلة مع حركة فتیس لسھولة التحكم في درجة الحرارة والتدفق •

 
 مجلى حجر مطبخ مع قواعد لبوفیھ الإدارة   -37
 .النوع: مجلى حجر مع قواعد معدنیة عالیة الجودة، مناسب للمطابخ والمرافق العامة •

 
 دھان زیتي -38
 .النوع: دھان زیتي عالي الجودة، مقاوم للرطوبة والتآكل •
 .الاستخدام: لتغطیة الأسطح الخشبیة أو المعدنیة •

Technical Specifications 
1. Aluminum Window 140*160 

• Frame: High-quality, rust-resistant aluminum. 
• Dimensions: 140 cm width × 160 cm height. 
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• Glass: Double-glazed, heat and sound-insulating glass. 
• Installation: Easy installation with waterproof fittings. 

 
2. PVC Circuit Breaker 280*260 

• Material: High-quality PVC, resistant to moisture. 
• Dimensions: 280 cm width × 260 cm height. 
• Design: Equipped with hinges for sealing and leakage prevention. 
• Usage: Suitable for installation in high-humidity walls and ceilings. 

 
3. PVC Circuit Breaker 185*200 

• Material: Weather-resistant PVC. 
• Dimensions: 185 cm width × 200 cm height. 
• Features: Equipped with an efficient opening and closing system, offering excellent insulation. 

 
4. PVC Circuit Breaker 285*270 

• Material: PVC resistant to water and environmental factors. 
• Dimensions: 285 cm width × 270 cm height. 
• Features: Equipped with seals and gaskets for air and water insulation. 

 
5. PVC Circuit Breaker 180*190 

• Material: High-quality PVC. 
• Dimensions: 180 cm width × 190 cm height. 
• Usage: Suitable for both internal and external construction purposes. 

 
6. PVC Circuit Breaker 267*230 

• Material: PVC resistant to corrosion and moisture. 
• Dimensions: 267 cm width × 230 cm height. 
• Features: Equipped with a locking system and high-insulation hinges. 

 
7. PVC Door 200*70 

• Material: Durable PVC. 
• Dimensions: 200 cm height × 70 cm width. 
• Features: Equipped with an easy-to-open lock and leak prevention. 

 
8. PVC Circuit Breaker with Window 

• Installation: A complete circuit breaker with an integrated PVC window. 
• Function: Allows natural light while maintaining complete insulation. 

 
9. PVC Window 

• Material: High-insulating PVC. 
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• Function: Thermal and sound insulation with double-glazed glass. 
• Operation: Equipped with smooth, easy-to-open hinges. 

 
10. PVC Door 

• Material: High-quality PVC. 
• Type: Suitable for interior or exterior use. 
• Features: Equipped with rust-resistant hinges. 

 
11. PVC Door with Reveal 

• Material: PVC with a fixed reveal frame. 
• Usage: External door with the option of opening a small section for inspection. 

 
12. PVC Panel Door with Fixed Reveal 

• Material: PVC with fixed panels. 
• Usage: Suitable for areas requiring good insulation with a window for inspection. 

 
13. PVC Door Lock with Handle 

• Type: PVC door lock with a comfortable handle. 
• Material: Rust-resistant materials, with added protection against theft. 

 
14. Wooden Door Lock with Handle 

• Material: Wooden lock with a comfortable handle. 
• Usage: Suitable for wooden doors, providing security and smooth operation. 

 
15. Wooden Door Snap Lock 

• Material: High-quality wooden snap lock. 
• Usage: Provides secure closure for wooden doors. 

 
16. Wooden Door with Fixed Reveal 

• Material: High-quality wood with a fixed reveal. 
• Usage: Wooden door with a fixed reveal for added security and functionality. 

 
17. Wooden Snap Door 

• Material: Wood with a secure snap design. 
• Usage: Suitable for areas requiring privacy. 

 
18. Wooden Door Lock Spindle 

• Material: Corrosion-resistant metal. 
• Usage: Used in the installation of locks for wooden doors to enhance security. 
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19. Clear Glass Replacement 
• Type: Reinforced clear glass. 
• Usage: To be replaced for doors and windows as required. 

 
20. Air Ventilator 

• Usage: Device for improving air flow and directing it effectively. 
• Design: Efficient design to prevent unwanted ventilation. 

 
21. PVC Cable Tray 20 cm 

• Material: High-quality PVC. 
• Usage: Protects cables inside PVC pipes with a diameter of 20 cm. 

 
22. 4mm 1200m Single Stranded Electrical Wire 

• Specifications: 4mm stranded electrical wire, 1200 meters in length. 
• Usage: Suitable for various electrical applications in construction and facilities. 

 
23. 1.5mm Stranded Electrical Wire 

• Specifications: 1.5mm stranded electrical wire, high performance. 
 

24. 1mm Special Radio Cable 
• Type: Special cable for radio, with high signal transmission capability. 

 
25. 24-Circuit External Electrical Panel 

• Type: External electrical panel with capacity for 24 circuit breakers. 
• Material: Heat-resistant material with protection against external factors. 

 
26. Signal Light for Electrical Panel 

• Type: Signal light to indicate the operational status of the panel. 
• Usage: Used to signal alarms or operational conditions. 

 
27. Bulb Socket 

• Type: Simple-to-install bulb socket. 
• Usage: Used for specific lighting areas or signaling. 

 
28. 4200W Inverter 

• Power: 4200W. 
• Type: Inverter to convert DC to AC, suitable for large appliances. 

 
29. 300 Ah Heavy Duty Battery 

• Type: 300 Ah heavy-duty battery, providing high power for electrical devices. 
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30. Black Adhesive Tape (Shershatoon) 

• Type: Black shershatoon adhesive tape, water-resistant. 
 

31. 8MP Surveillance Cameras 
• Type: Surveillance cameras with 8 megapixel resolution, high clarity. 
• Usage: Continuous monitoring with clear video quality. 

 
32. MVR 36 Video Recorder with 2160 Resolution 

• Type: MVR digital video recorder with 2160 resolution. 
• Usage: High-quality video recording from surveillance cameras. 

 
33. High-Resolution Display Screen for Cameras 

• Type: High-resolution display screen, capable of continuous and clear video display. 
 

34. Large Porcelain Sink 
• Type: Large porcelain sink, made of materials resistant to stains and moisture. 

 
35. Water Heater for Operating Room 

• Type: High-quality water heater with a protection system. 
• Usage: Water heating for operating rooms in hospitals. 

 
36. Gear Action Sink Mixer 

• Type: Sink mixer with gear action for easy control of temperature and flow. 
 

37. Kitchen Stone Sink with Stand for Management Buffet 
• Type: Stone sink with high-quality metal stands, suitable for kitchens and public facilities. 

 
38. Oil-based Paint 

• Type: High-quality oil-based paint, resistant to moisture and wear. 
• Usage: For covering wooden or metal surfaces. 
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